NEW RETAINING WALL
OR ROCKERY

RIGHT—0OF—WAY
RAISE 68”7 CLEANOUT TO
GRADE PER STANDARD

GROUND SURFACE
BEFORE CUT

ROMAC COUPLING
OR EQUAL

USE 6"X4" PVC
REDUCER TO
CONNECT TO
EXISTING 4" SIDE
SEWER

SEE NOTE

ROMAC COUPLING
OR EQUAL

6" PVC BENDS AS
REQUIRED TO MATCH
EXISTING SLOPE

-------------- 6" PVC 45 DEGREE
BENDS

8” PVC BENDS AS

REQUIRED 10 INSTALL STEEL OR DUCTILE IRON

REDIRECT SEWER

ONDER WALL CASING UNDER ROCKERY OR WALL
EXISTING SEWER PER STANDARD DETAIL S—33

MAIN AND STUB

NOTES:

1. REPLACE ANY EXISTING 4” SIDE SEWER WITH

6" PVC AND TO EXTEND TO THE EDGE OF 6};% | 0

RIGHT—OF—WAY. REMOVE AND DISPOSE OF So o C ty f

ANY EXISTING PIPE THAT IS NOT REUSED. %@g}é SEWER UTILITIES
2. RELOCATE SIDE SEWER ONLY WHERE REQUIRED R0 Bellevue

BY ROADWAY CUT.

3. CONNECT TO EXISTING SIDE SEWER AND MAIN [ TITLE
STUB WITH ROMAC COUPLINGS OR EQUAL

SIDE SEWER RELOCATION
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